CRiIMP-TECH Australia Pty Ltd

CONNECTOR
SELECTOR
VL

Industrial/Commercial
Harsh Environment
Military

Wire Gauge Range (AWG)
Number of Circuits

Sealed Against Water Jets
EMI / RFI Shielding

Style

Operating Voltage

Current Rating (Amps)

Power & Signal on Same Layout

Operating Temperature

Submersible

Individual Wire Sealing
Cable Jacket Sealing

Type of Coupling

Life in Mating Cycles (min.)
Shock Test (g’s)

Vibration Test (grms)
Susceptibility to Damage

Shell Material

Shell Plating

Shell Color

Positive Shell Polarization
Insert Polarization Options

User Polarization
Standards/Associated Specs.

Contact Plating
Contact Styles

Crimp

Solder

Printed Circuit Solder
Printed Circuit Press Fit
Thermocouple

Wire Wrap

Co-ax

Insulation Displacement or Screw

Pre-Terminated

Fiber Optic

High Voltage
First-Mate Last-Break

For further information please contact Crimp-Tech Australia on 07 3376 0110 or sales@crimptech.com.au

AIT/MS

MS3450

AIB/GT

BACC 5015

CT/MS-E/F/R

26to 0
1to 52
No
Available
Circular
1,750 VAC / 24KV
150
Available

-67°F to 257°F
-55°C to 125°C

No

No
Available
Threaded

100

50

15
Very Low

Aluminum Alloy

Cadmium, Anodized, Cadmium, Anodized,

Electroless Nickel,
Zinc Alloy, or Gray
Zinc Nickel

Olive Drab, Silver,
Black, or Gray

Available
Available

Available

UL #E115497
CSA LR 69183

Silver or Gold
Pin / Socket

|
|
26to 0
110 85
Available
Available
Circular
3,000 VAC
150 / 245
Available

-67°F to 257°F
-55°C to 125°C

Available
Available
Available
Threaded
100
50
15
Very Low

Aluminum Alloy

Electroless Nickel,
Zinc Alloy, or Gray
Zinc Nickel

Olive Drab, Silver,
Black, or Gray

Available
Available
No

MIL-DTL-5015

Silver or Gold
Pin / Socket
| |
| |
| |

|
|
20to 0
1t0 85
Available
Available
Circular
3,000 VAC
150/ 245
Available

-67°F to 392°F
-55°C to 200°C

Available
Available
No
Threaded
100
50
il5
Very Low

Aluminum Alloy or
Stainless Steel

Cadmium, Anodized,

Electroless Nickel,
Zinc Alloy, or
Passivated

Olive Drab,
Silver, or Black

Available
Available
No

MIL-DTL-5015

Silver or Gold
Pin / Socket
|

26to 0
1to 85
Available
Available
Circular
3,000 VAC
150 / 245
Available

-67°F to 257°F
-55°C to 125°C

Available
Available
Available
Reverse Bayonet
500 /2,000
50
15
Very Low

Aluminum Alloy

Cadmium, Anodized,

Electroless Nickel,
Zinc Alloy, or Gray
Zinc Nickel

Olive Drab, Silver,
Black, or Gray

Available
Available
No

UL #E115497
VG95234

Silver or Gold
Pin / Socket
|
|
|

_ AMPHENOL AMPHENOL AMPHENOL AMPHENOL

20to 4
2to9
Available
Available
Circular
1,250 VAC
80
Available

-67°F to 257°F
-55°C to 125°C

Available
Available
No
Threaded
100

Very Low

Aluminum Alloy

Available
Available
No

BACC63CE
BACC63CD

Gold
Pin / Socket
|

|
|
|
26to 0
1to 65
Available
Available
Circular
1,750 VAC
150
Available

-67°F to 257°F
-55°C to 125°C

Available
Available
Available
Threaded
100
50
1072
Very Low

Aluminum Alloy

Cadmium Electroless

Nickel, Blue Zinc

Nickel, or Black Zinc

Cobalt

Olive Drab,

Silver, Blue, or Black

Available
Available
No

MIL-DTL-5015

Silver or Gold
Pin / Socket
|
| |
| |



CB/CA-B-Bayonet

CRiIMP-TECH Australia Pty Ltd

PT/PTSE

26482 SERIES

62 GB

MB

Q @ 2 @ ¢ Q@

26to 0
1to 65
Available
Available
Circular
1,750 VAC
245
Available

-67°F to 257°F
-55°C to 125°C

Available
Available
Available
Reverse Bayonet
500
50
10.2
Very Low

Aluminum Alloy

Cadmium, Electroless
Nickel, Zinc Cobalt
(Black or Green), or

Blue Zinc Nickel

Olive Drab,
Silver, Blue, or Black

Available
Available
No

VG 95234

Silver or Gold
Pin / Socket
|
|
|

26to 0
1to 159
Available
Available
Circular
3,000 VAC
150/ 245
Available

-67°F to 257°F
-55°C to 125°C

Available
Available
Available
Reverse Bayonet
500/ 2,000
50
15
Very Low

Aluminum Alloy or
Stainless Steel

Black Anodized,
Electroless
Nickel, Blue Zinc Nickel,
Cadmium, or Passivated

Olive Drab,
Silver, Blue, or Black

Available
Available
No

Silver or Gold
Pin / Socket
| |
| |
| |

|
|
24 to 12
1 to 61
Available
Available
Circular
1,000 VAC / 5kv
23
Available

-67°F to 257°F
-55°C to 125°C

Available
Available
Available
Bayonet
500
50
15
Very Low

Aluminum Alloy

Cadmium, Anodized,
Electroless Nickel,
Zinc Alloy, or Gray Zinc
Nickel

Olive Drab, Silver, Black,
or Gray

Available
Available
No
MIL-DTL-26482 Series |,
UL #E115497, VG95328 or
HE301
Gold
Pin / Socket
|
|

24to 8
2 to 61
Available
Available
Circular
1,500 VAC
45
Available

-67°F to 257°F
-55°C to 125°C

Available
Available
Available
Bayonet
500
100
10
Very Low

Aluminum Alloy, Brass, or
Stainless Steel
Green Zinc Cobalt,
Black Zinc Cobalt, Black
Zinc Nickel, Cadmium,
Anodized, Electroless
Nickel, or Zinc Alloy

Olive Drab,
Silver, or Black

Available
Available

No
BS 9522 FO017

Gold
Pin / Socket
||
|
|

AMPHENOL AMPHENOL AMPHENOL
| ]

]

]
24to 12
3 to 61
Available
Available
Circular

2,300 VAC

23

Available

-67°F to 392°F
-55°C to 200°C

Available
Available
Available
Bayonet
500
150
20
Extra Low

Aluminum Alloy or
Stainless Steel

Cadmium, Anodized,
Electroless Nickel,
Zinc Alloy, or Passivated

Olive Drab, Silver, Black,
or Gray
Available
Available

No

MIL-DTL-26482
Series Il

Gold
Pin / Socket
]

|
|
|
24 to 16
2 to 61
Available
Available
Circular
1,000 VAC
13
Available

-67°F to 257°F
-55°C to 125°C

Available
Available
Available
Bayonet
500
50
10.2
Very Low

Aluminum Alloy

Cadmium, Electroless
Nickel, or
Black Zinc Cobalt

Olive Drab,
Silver, or Black

Available
Available

No

MIL-DTL-26482
Series |

Gold
Pin / Socket

For further information please contact Crimp-Tech Australia on 07 3376 0110 or sales@crimptech.com.au



CRiIMP-TECH Australia Pty Ltd

26482 SERIES

KPSE
CONNECTOR
SELECTOR
Vi
Industrial/Commercial u
Harsh Environment u
Military |
Wire Gauge Range (AWG) 24 to 16
Number of Circuits 3 to 61
Sealed Against Water Jets Available
EMI / RFI Shielding Available
Style Circular
Operating Voltage 1,000 VAC
Current Rating (Amps) 13
Power & Signal on Same Layout Available
Operating Temperature _-gg:g %g %gg:g
Submersible Available
Individual Wire Sealing Available
Cable Jacket Sealing Available
Type of Coupling Bayonet
Life in Mating Cycles (min.) 500
Shock Test (g’s) 50
Vibration Test (grms) 20
Susceptibility to Damage Very Low

Shell Material Aluminum Alloy
Cadmium,
Shell Plating Electroless Nickel, or
Black Zinc Cobalt
Shell Color siuve Diger
Positive Shell Polarization Available
Insert Polarization Options Available
User Polarization No
MIL-DTL-26482
Standards/Associated Specs. Series |
VG 95328
Contact Plating Gold
Contact Styles Pin / Socket
Crimp L]
Solder
Printed Circuit Solder
Printed Circuit Press Fit
Thermocouple L
Wire Wrap
Co-ax

Insulation Displacement or Screw
Pre-Terminated

Fiber Optic

High Voltage

First-Mate Last-Break

For further information please contact Crimp-Tech Australia on 07 3376 0110 or sales@crimptech.com.au

PV

|
|
]

24 to 12
3 to 61
Available
Available
Circular
1,000 VAC
23
Available

CO7SR loI3928 R
-55°C to 200°C

Available

Available

Available

Bayonet
500
150
20

Extra Low

Aluminum Alloy

Cadmium or
Electroless Nickel

Olive Drab or Silver

Available
Available

No

MIL-DTL-26482
Series |l

Gold
Pin / Socket
|

851

]

|

|
24 to 16
2 to 61
Available
Available
Circular
600 VAC

13
Available

-67°F to 257°F
-565°C to 125°C

Available

Available

Available

Bayonet
500
50

Very Low
Aluminum Alloy

Cadmium, Black
Zinc Nickel, Black
Anodize, Electroless
Nickel

Olive Drab, Black, or

Silver
Available
Available

No
MIL-DTL-26482
Series |
(Solder Only)
Gold, Gold / Tin
Pin / Socket
]

]

TE DEUTSCH AMPHENOL AMPHENOL
| | | | |

38999 SERIES

AFD LJT JT

| | |
| | |
24to 12 24 t0 12 28to 12
3 to 61 2to 128 2to 128
Available Available Available
Available Available Available
Circular Circular Circular
2,300 VAC 2,300 VAC 2,300 VAC
23 23 23
Available Available Available
-67°F to 392°F -85°F to 392°F -85°F to 392°F
-565°C to 200°C -65°C to 200°C -65°C to 200°C
Available Available Available
Available Available Available
No Available Available
Bayonet Bayonet Bayonet
500 500 500
150 300 300
20 49.5 43.7
Extra Low Extra Low Extra Low

Aluminum Alloy or

Aluminum Alloy or
Stainless Steel

Aluminum Alloy Stainless Steel

Cadmium, Cadmium,
Electroless Nickel, Electroless Nickel,
Anodized, Black Zinc Anodized, Black Zinc
Nickel, or Passivated Nickel, or Passivated

Cadmium,
Black Anodized,
or Electroless Nickel

Olive Drab, Black, or

Silver

Available
Available
No

MIL-DTL-26482
Series Il

Gold
Pin / Socket
|
Hermetic Only
| |

Olive Drab, Black, or

Silver
Available
No
No

MIL-DTL-38999

Series |

Gold
Pin / Socket
|

QOlive Drab, Black, or

Silver
Available
No
No

MIL-DTL-38999
Series |l

Gold
Pin / Socket
|



CRiIMP-TECH Australia Pty Ltd

38999 SERIES

H

AMPHENOL
|
|
|
28to 8
110 187
Available
Available
Circular
2,300 VAC
46
Available

-85°F to 392°F
-65°C to 200°C

Available
Available
Available
Tri-Start Threaded
500 / 1,500
300
60
Extra Low
Aluminum Alloy,
Stainless Steel, Marine
Nickel Aluminum Bronze,
or Composite
Cadmium,
Electroless Nickel,
Anodized, Black Zinc
Nickel, or Durmalon

Olive Drab, Silver,
Bronze, or Black

Available
No
No
MIL-DTL-38999 Series llI
BACC63CU / CT
BACC63DC / DB
Gold
Pin / Socket
|

AMPHE-LITE

L0

AMPHENOL
| |

m
|
28to 8
2to 128
Available
Available
Circular
2,300 VAC
46
Available

-67°F to 257°F
-65°C to 125°C

Available
Available
Available
Tri-Start Threaded
500

Very Low

Composite

Electroless Nickel

Silver or Black

Available
No
No

UL E115497

Gold
Pin / Socket
|

G

AMPHENOL
| |

m
|
28to 12
1to 128
Available
Available
Circular
2,300 VAC
23
Available

-85°F to 392°F
-65°C to 200°C

Available
Available
Available
Bayonet
500
300
49.5

Extra Low

Aluminum Alloy

Cadmium,
Electroless Nickel,
Anodized, or Zinc Cobalt

Olive Drab or Silver

Available
No
No

JAN1003

Gold
Pin / Socket
|

D & &

|
u
|
28to 12
3to 128
Available
Available
Circular
2,300 VAC
23
Available

-85°F to 392°F
-65°C to 200°C

Available
Available
Available
Bayonet
500
300
49.5

Extra Low

Aluminum Alloy

Cadmium or
Electroless Nickel

Olive Drab or Silver
Available
No
No

MIL-DTL-38999
Series |

Gold
Pin / Socket
|

|
|
|
28 to 12
3to 128
Available
Available
Circular
2,300 VAC
23
Available

-85°F to 392°F
-65°C to 200°C

Available
Available
Available
Bayonet
500
300
43.7

Extra Low

Aluminum Alloy

Cadmium or
Electroless Nickel

Olive Drab or Silver

Available
No
No

MIL-DTL-38999
Series |l

Gold
Pin / Socket
|

|
|
|
28to 12
3to 128
Available
Available
Circular
2,300 VAC
23
Available

-85°F to 392°F
-65°C to 200°C

Available
Available
Available
Tri-Start Threaded
500
300
60
Extra Low

Aluminum Alloy or
Composite

Cadmium or
Electroless Nickel

Olive Drab or Silver

Available
No
No

MIL-DTL-38999
Series Il

Gold
Pin / Socket
|

For further information please contact Crimp-Tech Australia on 07 3376 0110 or sales@crimptech.com.au



CRiIMP-TECH Australia Pty Ltd

CONNECTOR
SELECTOR
VI

Industrial/Commercial
Harsh Environment
Military

Wire Gauge Range (AWG)
Number of Circuits

Sealed Against Water Jets
EMI / RFI Shielding

Style

Operating Voltage

Current Rating (Amps)

Power & Signal on Same Layout
Operating Temperature

Submersible
Individual Wire Sealing
Cable Jacket Sealing

Type of Coupling

Life in Mating Cycles (min.)
Shock Test (g’s)

Vibration Test (grms)
Susceptibility to Damage

Shell Material

Shell Plating

Shell Color

Positive Shell Polarization
Insert Polarization Options

User Polarization
Standards/Associated Specs.

Contact Plating
Contact Styles

Crimp

Solder

Printed Circuit Solder
Printed Circuit Press Fit
Thermocouple

Wire Wrap

Co-ax

Insulation Displacement or Screw
Pre-Terminated

Fiber Optic

High Voltage

First-Mate Last-Break

For further information please contact Crimp-Tech Australia on 07 3376 0110 or sales@crimptech.com.au

DTS

38999 SERIES

ACT

"O

I

|

|
24 to 12
3to 128
Available
Available
Circular
2,300 VAC

23
Available

-67°F to 392°F
-55°C to 200°C

Available
Available
No

Bayonet

500

300

49.5
Extra Low

Aluminum Alloy

Cadmium or
Electroless Nickel

Olive Drab or Silver

Available
No
No

MIL-DTL-38999
Series |

Gold
Pin / Socket
|

Hermetic Only
| |

TE DEUTSCH
|
|
|
28to 8
1to 128
Available
Available
Circular
2,300 VAC
46
Available

-67°F to 392°F
-55°C to 200°C

Available
Available
No

Tri-Start Threaded

500/ 1,500
300
60
Extra Low

Aluminum Alloy or
Stainless Steel

Cadmium,
Electroless Nickel,
or Black Zinc

Olive Drab, Silver, or
Black

Available
No
No

MIL-DTL-38999
Series |l

Gold
Pin / Socket
|

Hermetic Only
|

TE DEUTSCH
|
|
|
2810 8
2to 128
Available
Available
Circular
2,300 VAC
46
Available

-67°F to 392°F
-65°C to 200°C

Available
Available
No

Tri-Start Threaded

500 / 1,500
300
60
Extra Low

Composite

Cadmium or
Electroless Nickel

Olive Drab or Silver

Available
No
No

MIL-DTL-38999
Series Il

Gold
Pin / Socket
]

8LT

|
28to 4
1to 128
Available
Available
Circular
900 VAC
1.5to0 80
Available

-85°F to 392°F
-65°C to 200°C

Available
Available

Available
Bayonet

500
300

Very Low

Aluminum Alloy

8T

|

|

|
28to 12
3to 128
Available
Available
Circular
900 VAC

23
Available

-85°F to 392°F
-65°C to 200°C

Available
Available

Available
Bayonet

500
300

Very Low

Aluminum Alloy

8D

®© ¢ B

|

|

|
28to 4
1to 128
Available
Available
Circular
900 VAC
1.5 to 80
Available

-85°F to 392°F
-65°C to 200°C

Available
Available

Available
Tri-Start Threaded

500/ 1,500
300
Extra Low

Aluminum Alloy,
Stainless Steel,
Titanium, Marine

Bronze, or Composite

Olive Drab Chromate Olive Drab Chromate Olive Drab Chromate

over Cadmium,
Nickel, Black Zinc
Nickel, or Green
Zinc Cobalt

Olive Drab, Silver,
Black, or Green

Available
No
No

MIL-DTL-38999
Series | HE308

Gold

Pin / Socket
]

over Cadmium,
Nickel, Black Zinc
Nickel, or Hard
Anodized

Olive Drab, Silver, or
Black

Available
No
No

MIL-DTL-38999
Series |l HE309

Gold

Pin / Socket
|

over Cadmium,
Nickel, Black Zinc
Nickel, or Green
Zinc Cobalt

Olive Drab, Silver,
Black, Green, or
Bronze

Available
No
No

MIL-DTL-38999
Series Il
BACC63CU / CT
BACC63DC / DB,
EN3645

Gold
Pin / Socket
]
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